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Thank you for choosing and purchasing our product. Please carefully read the operation instructions before 

use for a correct application and satisfactory effect. 
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Maintenance 

* Check the mains lead from time to time to ensure it is not damaged in any way. Never use the device if

the lead is damaged. If the lead is damaged, it must be replaced by a qualified electrician.

* Only a qualified technician should carry out repairs and maintenance of the device. Do not attempt to

repair the device by yourself.

* Appliances must be disconnected from their power supply during cleaning or maintenance and

when replacing parts.

Cautions

Children should be supervised to ensure that they do not play with the appliance.

- If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly

qualified persons in order to avoid a hazard. 

p 
I MHD-25L MHD-45L MHD-50L MHD-115L 

Temperature range(
°

C) 30-90 30-90 30-90 30-90

General Rated Input Power(W) 800 800 800 800

Rated Current (A) 3.4 3.4 3.4 5.6 

Rated Voltage(V) 220-240~ 220-240~ 220-240~ 220-240~ 

Rated Frequency(Hz) 50 50 50 50 

Storage Volume(L) 25 45 50 115 

Net Weight(kg) 12.4 14.4 13.7 19.7 

Grade of Waterproof IPX4 IPX4 IPX4 IPX4 

Overall Dimension(mm) 554x376x311 554x376x376 554x361x376 700x400x500 

Lamp power(W) I I I 2.6 
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